


 Telesteps assortment 

Black Line 3,3 m (60233)
Treads: 		  10
Tread width:		  65 mm
Length extended: 	 3,3 m
Length closed:	 78 cm
Width:		  49 cm
Weight:		  10.7 kg

Black Line 3,8 m (60838)
Treads: 		  12
Tread width:		  65 mm
Length extended: 	 3,8 m
Length closed:	 110 cm
Width:		  51 cm
Weight:		  12.8 kg

Work Platform (61209)
Platform size: 	       1360 x 410 mm
Height:          	        88 / 68 / 50 cm
Working height:   260 / 240 / 220 cm
Closed:	       740 x 280 x 620 mm
Width:	       62 cm
Weight:	       17.4 kg

Loft ladder “Mini” (60324)
Ceiling height::               2.35 - 2.45 m
Min. hatch opening:     520 x 600 mm
Tread width: 	                 90 mm
Weight:	                 12.5 kg

Adjustable Loft Ladder (60927)
Ceiling height:             2.65 - 2.93 m
Min. hatch opening:  520 x 920 - 1100 mm*
Tread width: 	              90 mm
Weight:	              15.3 kg
*The min. hatch length depends on 
set ladder length

Combi Ladder 1.7 m (60617)
Treads: 		  4+2
Tread width:		  90 mm
Length extended: 	 1.7 m
Length closed:	 68 cm
Width:		  62 cm
Weight:		  10.0 kg

Combi Ladder 2.3 m (60623)
Treads: 		  6+2
Tread width:		  90 mm
Length extended: 	 2.3  m
Length closed:	 73 cm
Width:		  69 cm
Weight:		  14.5 kg

Combi Ladder 3.0 m (60630)
Treads: 		  8+2
Tread width:		  90 mm
Length extended: 	 3.0 m
Length closed:	 79 cm
Width:		  77 cm
Weight:		  19.8 kg



Why use a Telesteps telescopic ladder? 

Easily portable with telescopic retraction.•	
AUTOSTEPS•	 TM makes the ladder close down automatically.
Minimum turning radius in confined spaces.•	
Automatic locking with clearly visible markers under each tread.•	
Certified to EN131-SP, TÜV/GS, NEN2484 etc.•	
Wide threads for comfort during long work sessions.•	
Always a safe angle thanks to the flexible length.•	
Adjustable to different heights - several ladders in one.•	
Made from a unique strong aluminium alloy.•	
Innovative accessories for greater flexibility and saftey.•	
Patented, world-leading design. •	

65 / 90 mm

Voltage tested 
in accordance 

Non-conductive 
combi ladder 
2.0 m (61520)
 
Treads: 		  5+2
Tread width: 		  90 mm
Length extended: 	 2,0 m
Length, closed: 	 88 cm
Width:		  62 cm
Weight: 		  9.3 kg

Voltage tested in accordance with 
the European standard EN 61478

- withstand voltages of 30 kV

2 ladders in 1

Made of strong
composite material

Easily portable, carry handle 
included

AUTOSTEPSTM close 
down  -
Only press the red levers
on the third bottom tread 
to collapse the ladder

Warm to the touch
- perfect in cold weathers

The choice for those who are 
working in an electrical powered 
environment
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Adjustable Saftey Feet (9170)
Improves saftey and stability
Prevents the ladder from slipping
Stepless adjustable
Possible to put the ladder on different steps
or uneven surfaces

Work Tray (9180)	 Carry Bag (9129)	 Ground Spikes (9142)

3.3 m ladder 3.8 m ladder 1.7 m combi 2.3 m combi 3.0 m combi

Top Support

Saftey feet

Work Tray

Carry Bag

Ground Spikes

Flexible & Innovative Accessories

Top Support (9160)
Improves saftey and stability
Extends working area
Comfortable working distance
New possibilities to work in corners
More than 30 different positions
Adjustable in three heights

Which accessory to which ladder?
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